
	 	
                      
	  
	  

 
                  TECHNICAL DATA SHEET 

	

In	air	at	20°C:							OK	for	
painting:	40-45	min					-	
Hardened:	24	h		

P31 - GREY BODY
 

 
DESCRIPTION: 
Mono-component sealant with a finely-textured 
appearance. Can be over painted. 
Good sound-proofing. Protects the metal sheet from 
possible corrosion due to moisture, salt and smog, and from 
abrasions caused by impacts with gravel and stones. 
Elastic and does not crack. 
Can be used for many different applications and is ideal for 
cars, trucks, etc.	
 
SUPPORTS: 
Raw, degreased and sanded metal; acrylic and 
polyurethane primers and paints, strips, wheel arches, 
undercarriage, etc. 
 
 
 
 

 
GENERAL INSTRUCTIONS: 
Ready for use. Shake well before use. 
Apply using the specific airbrush, at a distance of 25-30 cm 
from the support. Apply 1-2 coats, waiting 5 minutes 
between coats, at a pressure of 4-5 atm. The recommended 
thickness is 150-300 microns. 
Please Note: A higher spraying pressure will result in a more 
finely textured appearance. 
The product can be over painted after 40-45 minutes. 
Completely hardened 24 hours after the application.  
Store the product in a dry place, far from direct light and 
from sources of heat.  
The product shelf life is 12 months. 
 
 
 
 

	

	

TYPICAL SPECIFICATIONS OF THE LIQUID PRODUCT 
Tests performed at 23°C                                                                              Value Unit of Measurement Method 
Colour Grey - IMIA-01 

Density  1.35 ± 0.05 Kg/l IMIA-02 

Theoretical yield (thickness 100 microns)  5 m2/l IMIA-61 
	

	

	

	

	

	

	

	

	 	 	

	 	 	

	

	

	

	

	

	

	

This data sheet contains information and data based on our measurements and experience. It is offered to our customers in good faith but the customer is 
responsible for controlling how it should be applied and for checking that the product is suitable for the intended use. INTEC assumes no responsibility for the 
results of the specific application. 

Date of last update: February 2021         

12	months	4-5	atm																													
1-2=	150-300	
microns	


