
	 	
	  
   
 

 
                  TECHNICAL DATA SHEET 

	

In	air	at	20°C:																													
-	dust	free:	10’15’	
-	handy:	1.5	h	
-	polishing:	3.5	-	4	hours	

1.2-1.3	mm	–	2.5-3	bar		
½+1=50-60	micron	

2:	1	

VA75 - UHS ULTRA SMART CLEAR COAT
DESCRIPTION 
Extra fast drying acrylic clear coat. It complies with directive 
2004/42/CE (VOC on application <420 g/l). VA75 is easy to 
apply and spreads well, with anti-scratch properties and 
resistance to chemical and environmental factors. It has a 
higher gloss compared to traditional fast-drying products. 
Used in bodyshops for spot repairs and for overall repairs of 
motor vehicles. Fast and easy polishing for quicker repairs.  
 

SUPPORTS 
Double layer base coat, both solvent and water. 
 
GENERAL INSTRUCTIONS 
Allow the flat base coat to dry. Clean with a dust-proof cloth 
before applying the product. 
The hardening ratio by volume is: 2 parts clear coat + 1 part 
CT75 hardener.  
It is not necessary to dilute the product. Two types of 
hardeners are available: 

Ø CT75 normal: recommended for temperatures 
between 15°C and 25°C; 

Ø CT75 slow: recommended for temperatures between 
25°C and 35°C. 

Apply using a 1.2-1.3 mm nozzle gravity-feed airbrush, at a 
spraying pressure of 2.5-3 bar. 
Apply a quick, thin coat and wait 3- 5 min to dry before evenly 
applying the full second coat. The recommended thickness is 
50-60 microns. 
Drying time: 
> In air at 20°C: - dust free: 10-15 minutes 
                        - handy: 1.5 hours 
                          - polishing: 3.5 – 4 hours 
> dried in an oven: - wait 5-10 min. for the flash-off period 
                    - at 40°C: 10-15 min 
                    - polishing 20’ after cooling 
Store the product in a dry place, far from direct light and from 
sources of heat.  
The product shelf life is 12 months
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TYPICAL SPECIFICATIONS OF THE LIQUID PRODUCT 
Tests performed at 23°C                                                                              Value Unit of Measurement Method 
Colour Clear - IMIA-01 
Density  1 ± 0.05 Kg/l IMIA-02 
Application viscosity (Ford Cup No. 4) 16 ± 1 s IMIA-11 
Pot-life  60 min IMIA-15 
Theoretical yield (50 microns)  9- 10 m²/l IMIA-61 

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

This data sheet contains information and data based on our measurements and experience. It is offered to our customers in good faith but the customer is 
responsible for controlling how it should be applied and for checking that the product is suitable for the intended use. INTEC assumes no responsibility for the 
results of the specific application. 

Date of last update: February 2021                                                                                                                                                                                    

	 12	months	Oven:																																							
-	surface	dry:	5-10’	
-	at	40°C:	10’	-15’	
-	polishing	20’	after	
cooling																																			


